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ROLINE HDMI Matrix Switch, 4 x 2, mit Fernbedienung 
 

ROLINE Switch Matrix HDMI, 4 x 2 avec télécommande 
 

ROLINE HDMI Matrix Switch, 4 x 2



  
 
 
Item no.: 14.01.3566 
ROLINE HDMI Matrix Switch, 4x2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features: 
 
• Four HDMI input signals switched or split to two HDMI sink devices 
• HDCP 1.2 protocol compliant 
• Support 3D. 
• Support 24 bit/deep color 30 bit, 36 bit 
• Support Blue-Ray 24/50/60fs/HD-DVD/xvYCC 
• Digital audio format, as DTS-HD/Dolby-trueHD/LPCM7.1/DTS/Dolby-AC3/DSD 
• Support signal retiming 
• Max. Bandwidth: 225 MHz 
• Max. Baud rate: 6.75 Gbps 
• Input/output TMDS signal: 0.5~1.5 Volts p-p(TTL) 
• Input/output DDC singna: 5 Volts p-p(TTL) 
• Support input up to 15 metres AWG26 HDMI standard cable length  
• Output up to 25 metres AWG26 cable length 
• Inputs can be switched with the IR remote control, also can be controlled by two 

buttons.  
• No loss of quality 
• Installs in minutes 
• Operateing temperature range: -15℃~55℃  

 
 


