
www.xilence.net

Performance C Series

Fans 80mm/92mm/120mm/140mm

Product Features
- Optimal performance in every situation 
- Hydro bearing fan
- Airflow-optimized rotor blades

Technical Data
80mm 92mm 120mm

Fan Dimensions  80 x 80 x 25mm 92 x 92 x 25mm 120 x 120 x 25mm
Connector Type  small 3 Pin & BIG 4 Pin small 3 Pin & BIG 4 Pin  small 3 Pin & BIG 4 Pin
Noise Level 17.5 dB (A) 17.8 dB (A) 22 dB (A)
PWM no no no
Fan Bearing hydro bearing hydro bearing hydro bearing
Air Flow 18.61 CFM 27.45 CFM 44.71 CFM
Fan Speed 1.500 RPM ± 10% 1.500 RPM ± 10% 1.300 RPM ± 10%
Weight 58g 70g 112g

All trademarks and registered marks are the property of their respective companies.
Errors excepted. Subject to change without prior notice. Images may differ from original product.

The Xilence Performance C Series excels with an 
extraodinary price-performance ratio and a very good 
proficency combined with a low noise developement. 
The black and red case fans, all equipped with a hydro 
bearing are available in three different sizes.

Logistical Data
Manufacturer Number
Item Number
EAN Barcode

XPF80.R
XF037
4044953500855

XPF92.R
XF038
4044953500862

XPF120.R
XF039
4044953500879

140mm

Fan Dimensions  
Connector Type  
Noise Level 
PWM 
Fan Bearing 
Air Flow 
Fan Speed 
Weight 

140 x 140 x 25mm
small 3 Pin & BIG 4 Pin 
20 dB (A)
no
hydro bearing
41.37 CM 
900 RPM ± 150 RPM
145g 

XPF140.R
XF050
4044953501135


