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ROLINE Gigabit Ethernet Switch, 8 Ports 
 

ROLINE Switch Gigabit, 8x RJ-45, non administrable 
 

ROLINE Gigabit Ethernet Switch, 8x RJ-45, unmanaged



                                                                                                 

Item no.: 21.14.3521 
ROLINE Gigabit Ethernet Switch, 8 ports 10/100/1000 Base-T   
 

 
 
 
Features: 
 

 Provides 8 10/100/1000 Mbps Gigabit Ethernet ports  

 All 10/100/1000M ports support auto-negotiation and auto-MDI/MDI-X detection  

 Supports full/half-duplex transfer mode for 10/100Mbps 

 Supports full-duplex transfer mode for 1000Mbps 

 Store-and Forward switching method 

 Wire-speed packet filtering and forwarding rate 

 MAC address: 8K entries 

 Buffer memory: 256K bytes 

 LED indication: power/link/activity status 

 Supports IEEE 802.3x flow control  

 Supports Jumbo Frame up to 9.6K bytes 

 Supports 802.1p QoS classification 

 Operating temperature: 0℃ ~ 40℃ 

 Storage temperature: -20℃ ~ +70℃ 

 Relative humidity: 10% ~ 90% (non-condensing) 

 Housing: metal 

 Colour: black 

 


